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product line 

Over the past decade, Dynabrade has earned a position 
of leadership in the innovative design and manufacturing 
of unique portable abrasive and filing tools to meet 
the needs of many industries working with metals, wood, 
plastics or even stone. 

This brochure displays our company’s selection of 
large, small and miniature air and electric powered tools 
and accessories. Many Dynabrade tools are available 
in a convenient and cost saving “Versatility Kit” form. 

tool building policy 

Once a need has been isolated which we feel could be 
handled by the development of a new tool, the Dynabrade 
team goes to work to produce the most innovative, 
efficient and versatile machine possible to tackle the 
problem. Our constantly growing product line, coupled 
with many years of design engineering experience, proves 
our ability to build quality tools. Our extensive 
sales experience provides us with a thorough understanding 
of the small and miniature tool needs of industrial 
consumers and distributors. Sound management assures 
us of a future in the tool building industry, maintaining 
an ongoing reputation for quality ideas, materials 
and workmanship. 

continuous quality control 

Every Dynabrade product undergoes rigorous performance 
tests at precise stages from design conception through 
product assembly and packaging. Only the finest 
materials are used in production, and no tool leaves 
our plant without thorough testing to meet Dynabrade 
quality control standards. Our reputation has been 
built by producing top-of-the-line tools. 

standard warranty 

Following the reasonable assumption that any inherent 
defect which might prevail in a product will become 
apparent to the user within three months from the date 
of purchase, all equipment of our manufacture is 


warranted against defects in workmanship and materials 
under normal use and service. We shall repair or 
replace at our factory any equipment or part thereof 
which shall within 90 days after delivery to the 
original purchaser indicate upon our examination to 
have been defective. 

Our obligation is contingent upon proper use of 
Dynabrade tools in accordance with factory recommenda¬ 
tions and instructions and shall not apply to equipment 
which has been subjected to misuse, negligence, 
accident or tampering in any way so as to affect its 
normal performance. 

All normally wearable parts are not included in 
this guarantee. 

caution: 

Use only Dynabrade built accessories made especially 
for the tool in use. 

WARNING: FACE, EYE AND HAND PROTECTION 
MUST BE WORN WHILE OPERATING POWER TOOLS. 
The use of any other accessories not specified in this 
manual could create a hazard. 

repairs 

Dynabrade tools are designed so that most repairs can 
be made in the field. We strive for cost saving design 
by providing features such as: 

Tools which use low air or electric power consumption 
Tools with interchangeable accessories and motors 
Incentive priced Versatility Kits for many tools 
If needed, parts to be repaired may be sent with an 
accompanying repair order directly to Dynabrade, Inc. 

shipments 

Dynabrade will pay the freight on all portable machines 
and parts shipped within the continental United States 
and Canada. 




PRODUCT 

Dynafile 

Dynafile standard contact 
arms and accessories 

Dynafile H 
Dynabelter 

Dynabelter Accu-Grinder 
Dynabelter Tool Post Grinder 
Die Grinder 

Disc Grinder and Sander 

Dynapoint 

Dynadie 

Dynadie II 

Dynastraight 

Dynaswivel 

Dynuba100 

Dynascaler 
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SECTION 


Dynafile® 

Exceptional Versatility 




VERSATILITY KITS 

11001 — Air Powered 

11021 — Electric Powered 

Dynafile with five interchangeable contact arms 

and five abrasive belts. Contact arm assembly 

part numbers: 11213, 11216, 11218, 11219, 11231 


Standard air powered 
Dynafile complete with ¥b" OD x 
wide (15.875mm x 9.525mm) 
rubber contact wheel and five 
abrasive belts. 

4000 SFPM 

Standard contact arm assembly: 
Part number 11218 


11020 

Electric powered 
Dynafile complete with 
¥b" OD x W wide 
(15.875mm x 9.525mm) 
rubber contact wheel and five 
abrasive belts. 4000 SFPM 
Standard contact arm assembly: 
Part number 11218 


FEATURES 




• Replaces hand files, rotary files and tedious 
hand sanding. 

• Lightweight and easy to use. 

• Superior abrasive belt tracking. Patented 
design permits use of Vi ", 1 A" or Vs" 

wide by 24" long belts (12.7mm, 6.35mm or 
3.17mm x 609.6mm) over contact wheels as 
small as 5 /ie" diameter (7.937mm). Grits 
40 through Super Fine. 

• Easy abrasive belt change. 

• 22 interchangeable contact arms for total 
grinding and polishing versatility. 

• Contact arms changed easily without tools. 

• Hard and soft Dynapad for heavy grinding or 
polishing of contours. 


(6.35mm) ID CONTACT WHEELS 


file round openings 
as small as V\i' 
(11.112mm) 



Vu" OD x Vi" 
(7.937mm x 3.175mm) 
steel contact wheel 


11212 


grind between narrow openings, 
work over Dynapad 



Vis” OD x 3 /«" 

(7.937mm x 9.525mm) 
steel contact wheel 


11213 


work over rubber contact wheel 
or Dynapad 



11214 


7 /is” 0D x V." 
(11.112mm x 9.525mm) 
rubber contact wheel 


3 /s" (9.525mm) ID CONTACT WHEELS 


work over Dynapad 



11215 


7 /i$'' OD x Vi" 
(11.112mm x 3.175mm) 
steel contact wheel 


grind over rubber contact wheel 
or Dynapad 



5 /»" OD x Vi" 
(15.875mm x 3.175mm) 
rubber contact wheel 


enter channels as narrow as 
7 /ie" (11.112mm) 



11217 


Vi" 0D x 3 /r 
(12.7mm x 9.525mm) 
steel contact wheel 


deburr/polish over 
soft Dynapad 


11218 

standard 



11228 *Vi''0Dx 3 /»" 

heavy (15.875mm x 9.525mm) 

duty rubber contact wheel 


remove fillet welds 



1" OD x V 
(25.4mm x 9.525mm) 
rubber radiused 11219 
or Y shaped (shown) 11232 


flat grind/polish 



11231 


3 /«'' OD x W 
(19.05mm x 12.7mm) 
rubber contact wheel 


Catalog 

Number 



Machine 

Weight 


Air 

Free Speed 

Length 

Height 

Power 

Pressure 

RPM 

CFM 

SFPM 

11000 

11001 

15" - 381mm 

4" - 101.6mm 

3 lbs. - 1.36 kg 

.6 HP air 

90 

20,000 

12 

4,000 

11020 

11021 

18%" - 463.55mm 

4!4" - 107.95mm 

4 lbs. 1.8 kg 

2.5 HP amps 


30,000 


4,000 


•Arms also available for 34'' (863.6mm) or 44” (1117.6mm) abrasive belts. 




















































Dynafile 




STANDARD ABRASIVE BELTS FOR DYNAFILE 

h-UNIT = 200 BELTS - 


UNIT = 

"15 BELTS 1 


GRIT 

24" Long 

34" Long 

44" Long 

24" Long 

24" Long 

Part Numbers 

Part Numbers 

Part Numbers 

Part Numbers 

Part Numbers 

4" W 

Vi" w 

W W 

r w 

Vi" W 

w W 

w w 

r w 

Vi" W 

GRIT 

l /4" W 

W W 

Vi" W 

w w 

40 


90415 

90441 







60 

90563 

90567 

90403 

90400 1 

60 

90405 

90417 

90443 

90465 

90475 

90495 

90515 

90525 

90545 

80 

90564 

90568 

Grit-Very Fine 

80 

90407 

90419 

90445 

90467 

90477 

90497 

90517 

90527 

90547 

Alumina Zirconia 

Non-woven nylon 
abrasive belts — 
suggested for 
use only on air 
powered Dynafiles 

100 

90408 

90420 

90446 







24" Long 

120 

90409 

90421 

90447 

90469 

90479 

90499 

90519 

90529 

90549 

Part Numbers 

180 

90410 

90423 

90449 







GRIT 

Vi" W I 

W w 

220 

90411 

90424 

90451 







60 

90577 

90579 

320 

90412 

90425 

90453 








500 

90413 

90426 

90455 














VW‘ (1.59mm) 

V 8 " (3.175mm) 
y 4 " (6.35mm) 
5 /i 6 " (7.95mm) 
%" (9.525mm) 
7 /ie" (11.13mm) 
y 2 " (12.7mm) 
%" (15.88mm) 
3 / 4 " (19.05mm) 
1" (25.4mm) 
1%" (34.93mm) 
5y 2 " (139.7mm) 
10" (254mm) 

15" (381mm) 
24" (609.6mm) 
30" (762mm) 
34" (863.6mm) 
44" (1117.6mm) 



A Dynapad is an interchangeable backing that mounts on the contact arm to provide belt support. 


11025/11032 

For deburring and 
polishing contoured 
pieces. 



11026/11033 

For heavy deburring 
and polishing. 


1 / 8 " 
(3.175mm) 




— SPONGE 

— PRESSURE 
SENSITIVE 
ADHESIVE 


— CORK 

—PRESSURE 
SENSITIVE 
ADHESIVE 


11027/11034 

Supports abrasive belt 
when using small 
diameter contact 
wheels. 



(1.587mm) 


11025 

11032 

11026 

11033 
11027 

11034 


— y 8 " x y 2 " x 514", 6 Per pack 

— V X y 4 " x 1%”, 24 per pack 

— Vb x y 2 " x 5%", 6 per pack 

— Vb x 'A" x 1%’'. 24 P er P ack 

— Vie" x y 2 “ x 5y 2 ", 6 per pack 

— Vie" x 'A” x 1%", 24 per pack 
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METAL 
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11028 

Bolts to either side of 11228 contact arm using %" 
OD x %" wide (15.875mm x 9.525mm) contact wheel 
Flat grinding or heavy stock removal. 


Slip lower loop of belt under the drive 
wheel. 


ACCESSORIES 




Depress idler arm lever and pull belt 
toward the contact wheel. Slip belt 
over contact wheel. Release idler arm 
lever. Operate on the contact wheel or 
on the return side of the belt. 


STROKE SANDER: Provides in-line long' 

scratch pattern when blending stainless or 
polishing machine cut surfaces such as aircraft 
spar cavities. Replaces vibrating sander or discs. 
W x 24” belts (12.7mm x 609.6mm). 


CROSSBOW: Designed for fast ID polishing or 
deburring at one 180 twist of the wrist. 
Completely deburrs the leading radius of 1” to 
4” (25.4mm to 101.6mm) round openings. Vt x 34" 
belts (12.7mm x 863.6mm). 

BENCH MOUNT, HOSE 
11293 & FOOT PEDAL 




4 






































































































SECTION 


Exceptional Versatility 

11216 


11212 


OO 


_5/16" DIA. 


All 


11213 


rooj^ = 


11214 


I : ^ 



Accessories 


^ /8 ' 


STEEL 

W. 


3 > 

I—^ 3/8 


5/16" DIA 

STEEL 


W 


11217 



1 

o o i: 


-r— 3k 




^STEEL 


! i U 

_LLr/Vs/B'W 







11215 


^7/16" DIA 

II o 

o 


n 



1 —i—r 

! j 



—i-1 

^1/8" W 


□ynafile 

STANDARD CONTACT ARMS 

11219 



11218-STANDARD 
11228-HEAVY DUTY 




OO 




RADIUSED 

RUBBER 


11231 


11 QO J 

_ °J[ 


C ! TO ' 



RUBBER 
^1/2" W 


EXTRA LENGTH CONTACT ARMS 
11240 - 

Standard 10" long contact arm assembly uses W' x34" belts. 
11244 - 

Standard 15" long contact arm assembly uses W x 44" belts. 




DOUBLEBURRER:™ The Doubleburrer deburrs both 
sides simultaneously on materials from %" 
(3.175mm) to %" (15.88mm) thick. Uses abrasive 
belts from M" (6.35mm) to W (12.7mm) wide x 
34" (863.6mm) long which run over rounded 
contact wheels. 


BIG WHEEL: Uses W to Vi wide (3.175mm to 
12.7mm) wheels of 2 1 /s" to W' diameter (53.975mm 
to 120.65mm). Belt length 34" (863.6mm). Grinds and 
polishes deep slots or narrow recessed grooves. 




11210 
11211 
Vi" x 24" belts 


SLINGSHOT: Polishes or deburrs 1" to 4V^" OD (25.4mm 
to 114.3mm) of round workpieces. Parallel surfaces of 
square holes are smoothed with a single stroke motion. 
1 / 2 "x 44" belts (12.7mm x 1117.6mm). 


SPEAR: Made to order in length to 36" 

(914.4mm), this arm simplifies deburring the inside 
diameter of W to 1" tubing (12.7mm to 25.4mm). 
Can be made narrow enough to enter %" slots 
(9.525mm). 


MINI CONTACT ARM ASSEMBLY: Miniature stems 
abrade and polish in openings as small as 5 / 16 " 
(7.95mm). 


BELTS 

y 8 " BEARING 

y, 6 ” BEARING 

24" 

11210 

11211 

30" 

11246 

11247 


5 







































































































































SECTION 




FEATURES 

• Adjustable tension lever for easy 
abrasive belt change. 

• Lever throttle adjusts to any posi¬ 
tion. 

• Enter openings as small as %" x 

• Belt speed 4,000 surface feet per 
minute. 


• All models use 1/4'' and 1/2'' wide by 18" long 
abrasive belts. 

• Model 40200, .6 HP, also accepts 5/8" and 3/4" width 
abrasive belts. 


40100 

.3 HP PISTOL GRIP — 
complete with 11218 and 
11219 contact arms. 

WEIGHS ONLY 1 LB. 12 OZS. 


40200 

.6 HP PISTOL GRIP — 
complete with 11219 and 
11231 contact arms. 


40000 

.3 HP RIGHT ANGLE — 
complete with 11218 and 
11219 contact arms. 


□ynafile® H 


• Adapter 40070 available that attaches to any standard 
Dynafile H contact arm enabling the use of 24" belts. 


standard contact arms 



11215 


O O 


11216 


11217 


Catalog 

Number 


3 : 


B, 




-1/2" DIA 




Length 


11218 - STANDARD 
11228 - HEAVY DUTY 

ffooT 


11228 - HEAVY DUTY 


ACCEPTS 
o)J METAL 
DYNAPAD 


11219 




dia 

RADIUSED 

RUBBER 


11231 


oo 


Height 


Machine 

Weight 


y 8 " (9.525mm) ID CONTACT WHEELS 


work over Dynapad 



deburr/polish over 
soft Dynapad 


11218 

standard 


7/ie " 0D x V' 
(11.112mm x 3.175mm) 
11215 steel contact wheel 


grind over rubber contact wheel 
or Dynapad 



11216 


%" OD x 
(15.875mm x 3.175mm) 
rubber contact wheel 


enter channels as narrow as 
7/ie " (11.112mm) 



11217 


W OD x 

(12.7mm x 9.525mm) 
steel contact wheel 



11228 «V0Dx%" 

heavy (15.875mm x 9.525mm) 
duty rubber contact wheel 


grind over rubber contact wheel 
or Dynapad 



%" 0D x W 
(19.05mm x 12.7mm) 
11231 rubber contact wheel 


remove fillet 
welds 



Power 


Air 

Pressure 


1" OD x %'' 

(25.4mm x 9.525mm) 
rubber radiused. 

11219 

Free Speed 


RPM 


CFM 


SFPM 


40000 


40100 


40200 


15%" - 441 mm 


3V4" - 83 mm 


2 lbs. 4 oz. - 0.92 kg 


.3 HP air 


9%" - 248 mm 


5V&" - 140 mm 


1 lb. 12 oz. - 0.57 kg 


.3 HP air 


90 

90 


15,000 


8 


3,000 


20,000 


4,000 


9%" - 248 mm 


5%" - 149 mm 


2 lbs. 2 oz. - 0.91 kg 


.6 HP air 


90 


20,000 


12 


4,000 


6 




























































































































DynafileH 


STANDARD ABRASIVE BELTS FOR DYNAFILE D 


UNIT = 200 BELTS-•+•-UNIT = 15 BELTS 


Aluminum Oxide 

Non-Woven Nylon 

Metric 

Conversion 

GRIT 

18” Long 

18" Long 

Part Numbers 

Part Numbers 

w w 

Vi W 

5 /s" W 

%" W 

%■ W 

Vi W 

W 

Vie" (1.59mm) 
y 8 " (3.175mm) 
%" (6.35mm) 

%" (9.525mm) 
Vie" (11.13mm) 
y 2 " (12.7mm) 

%" (15.88mm) 
(17.46mm) 
%" (19.05mm) 

1" (25.4mm) 

18" (457.2mm) 

40 

90220 

90240 

90260 

90250 

90228 

90248 

90258 

60 

90221 

90241 

90261 

90251 

Grit — Very Fine 

80 

90222 

90242 

90262 

90252 


120 

90223 

90243 

90263 

90253 

180 

90224 

90244 

90264 

90254 

220 

90225 

90245 

90265 

90255 

320 

90226 

90246 

90266 

90256 


DYNAPAD® for use with Dynafile H 


A Dynapad is an interchangeable backing that mounts on the contact arm to provide belt 
support. 


11025/40060 

For deburrmg and 
polishing contoured 
pieces. 


11026/40061 

For heavy deburring 
and polishing. 



1 / 8 " : 
(3.175mm)E 


11027 

Supports abrasive belt 
when using small 
diameter contact 
wheels. 


1/16" 

(1.587mm) 


TEFLON 


jn_CORK 

2 40 DURO 

]—PRESSURE 
SENSITIVE 
ADHESIVE 

I—TEFLON 
— PRESSURE 
SENSITIVE 
ADHESIVE 


11025 — y 8 " x y 2 " x 5y 2 ", 6 per pack 

11026 — y 8 " X y 2 " X 5y 2 ", 6 per pack 

11027 — y,«" x y 2 " x 5y 2 ", 6 per pack 

40060 — y 8 x 1 V-, 6 " x 3 y 2 ", soft, 6 per pack 

40061 — y 8 " x 1 % 6 " x 3y 2 ", hard, 6 per pack 


rt 


METAL 


A-I 

ITj 


11028 

Bolts to either side of heavy duty contact arm 11228. 
Flat grinding or heavy stock removal. 


EASY ABRASIVE BELT CHANGE 



Flip up cover. Release belt tension 
lever. Slip lower loop of belt over 
drive wheel. Slip belt over contact 
wheel. Close belt tension lever. 
Operate on contact wheel or on the 
return side of the belt. 



ACCESSORY 



STROKE SANDER: Provides in-line ‘long’ scratch pattern when 
blending stainless or polishing machine cut surfaces such as aircraft 
spar cavities. Replaces vibrating sander or discs. Vi" x 18" belts 
(12.7mm x 457.2mm). 



CONTACT 

WHEEL 


ABRASIVE 

BELT 


BELT TRACKING 
KNOB 


FLIP UP 
COVER 


BELT 

TENSION 

LEVER 


ON/OFF 

LEVER 


AIR MOTOR 

AIR SPEED- 

CONTROL SCREW 
FOR .6HP MOTOR 



PATENT PENDING 


7 


























































SECTION 



Dynabelter 




11476 WITH 2HP AIR MOTOR 

Dynabelter with 11672 contact arm 
assembly, pressure bar assembly, 
and five abrasive belts. 


11480 WITH .9HP AIR MOTOR 
Standard Versatility Kit 

Dynabelter with four interchange¬ 
able contact arms, side handle and 
five abrasive belts. 

11481 WITH 2HP AIR MOTOR 
Versatility Kit 

Dynabelter with four interchange¬ 
able contact arms, pressure bar 
assembly, and five abrasive belts. 



Adapter assembly with choice of any contact 
arm using W (9.525mm) ID wheel. (See page 9). 
Standard: 11745 heavy duty contact arm with 
%" 0D x W (15.875mm x 9.525mm) 


rubber covered contact wheel. 



• 20 standard interchangeable contact arms for 
use from heavy grinding to fine finishing. 

• Contact arms changed easily without tools. 

• Abrasive belts W or 1" wide by 30" long 
( 12 . 7 mm or 25.4mm x 762mm). Grits 36 
through Super Fine. 

• Easy abrasive belt change. 

• .9 HP or 2 HP air motor. 

• Hard and soft Dynapad for heavy grinding or 
polishing of contours. 

• 2 HP reverse direction air motor available 
to change direction of sparks. 


work over 



plain face rubber contact wheel 


blend weld in stainless workpiece 



11663 


any Dynafile contact arm with %" ID (9.525mm) 
wheel, see page 9 for selection 


polish in contoured stainless pipe 



1" 0D x 1", 80 durometer 
(25.4mm x 25.4mm) 
Stroke Sander 


11668 



4" 0D x W, 40 durometer 
(101.6mm x 15.875mm) 
serrated rubber contact wheel 


11684 


aggressively grind heavy welds 


11672 = 2" x 1" 

90 duro standard serration 
11683 = 2" xl" 

90 duro scoop serration 



11685 = 2" x V' 

90 duro standard serration 
(50.8mm x 25.4mm or 12.7mm] 



Catalog 

Number 



Machine 

Weight 


Air 

Free Speed 

Length 

Height 

Power 

Pressure 

RPM 

CFM 

SFPM 

11475 

11480 

20" - 508mm 

W - 107.95mm 

4 3 /4 lbs. - 2.14 kg 

.9 HP air 

90 

18,000 

19 

4,000 

11476 

11481 

22" - 558.8mm 

7" - 177.8mm 

8 V 2 lbs. - 3.85 kg 

2 HP air 

90 

18,000 

45 

4,000 


• Not Shown — Contact Arm 11673 - 2 " x 1" (50.8mm x 25.4mm) 40 duro contact wheel for polishing. 

— Contact Arm 11677 - 4" x 1" (101.6mm x 25.4mm) 40 duro contact wheel for polishing. 
























































30" LONG DYNABELTER ABRASIVES 

GRIT Va" WIDE Vi' WIDE 1" WIDE 

N0N-W0VEN NYLON - UNIT = 15 BELTS 

Very Fine 


90406 

90401 

1 ALUMINUM OXIDE - UNIT = 200 BELTS 

36 


90501 

90507 

60 

90466 

90502 

90509 

80 

90468 

90492 

90510 

120 

90470 

90504 

90511 

180 

90471 

90493 

90512 

320 

90473 

90496 

90514 

1 ALUMINA ZIRC0NIA - UNIT - 200 BELTS 1 

36 


90500 

90506 

60 


90503 

90508 

Metric Conversion 

%' (3.175mm) 1" (25.4mm) 

%" (6.35mm) 1%" (34.93mm) 

%" (9.525mm) W (63.5mm) 

M (11.13mm) 5Y/ (139.7mm) 

Vi (12.7mm) 30" (762mm) 

%" (15.88mm) 42" (1066.8mm) 

3 //' (19.05mm) 


42" long abrasive belts available on special order 



DYNAPAD 


Dynabelter' 

EASIER, FASTER, LESS EXPENSIVE 



SPEED 
CONTROL SCREW 


PRESSURE BAR ASSEMBLY 

L 


ON-OFF 

LEVER 


.9 HP OR 
2 HP MOTOR 


THICK HOUSING BASE CAN BE DRILLED FOR LATHE MOUNT ADAPTION. 


NOTE: DISASSEMBLE PRESSURE BAR ASSEMBLY — REMOUNT HANDLE PORTION ON HOUSING FOR MORE 
VERSATILE CONTROL. 


DYNAPAD® for use with Dynabelter contact arms. 


A Dynapad is an interchangeable backing that mounts on the contact arm to 
provide beltsupport. 


11025/11032/11604 “|“ 

For debarring and 1/g „ 

polishing contoured (3 175mm) 
pieces. _j 



-PRESSURE 

SENSITIVE 

ADHESIVE 


11026/11033/11605 

For heavy deburring 
and polishing 


1 / 8 ' 
(3.175mm)| 


i 

M 



— CORK 

1— PRESSURE 
1 SENSITIVE 
ADHESIVE 


11025 - W x x h" x 6 per pack 

11032 — Vi' x Va" x 1%", 24 per pack 

11604 - ft" x 1" x l x fi\ 12 per pack 


11026 — Vi' x Vi' x 5 x ti\ 6 per pack 
11033 — Vb" x x / a " x W, 24 per pack 
11605 — r x 1" x2 1 /T, 12 per pack 


Contact arm change 



Contact arm mounts easily without tools. 


CONTACT ARM ASSEMBLIES - 

W ID WHEEL 





Steel 

Rubber 


Part 

Wheel 

Wheel 

Wheel 

Face 

Face 

Radiused 

Number 

ID 

OD 

Width 

Wheel 

Wheel 

Wheel 

11740 


7 /ie" 

x k" 

x 



11741 

Vb" 


Vi' 


X 


11742 

Vb" 

Vi' 


X 



11743 

Vb" 

Vb" 



X 


11744 

Vb" 

r 

Vi' 


X 

X 

*11745 

Vb" 

%" 



X 


11746 

3 /s" 

3/4" 

Vi' 


X 


11747 

** 

1 " 

Vb" 

‘V’ shaped Urethane, 60° angle. | 


Dynabelter abrasive belt change 



Disconnect power. Remove cover guard. Release tension wiper. Hold top of belt 
as shown. Pull belt back and left until belt is released from drive wheel. 

To replace, position belt over contact wheel. Slide back of belt over the drive 
wheel. Re-tighten tension wiper. Replace cover guard. Reconnect power. 

Note: Rough adjustment knob setting may need to be changed when installing a 
new abrasive belt. 


: Heavy duty steel construction 




















































































SECTION 



□ynabelter' Accu-Grinder" 


the original “guide grinding” system 

eliminate hills and valleys 



11485 WITH .9HP AIR MOTOR 

11486 WITH 2HP AIR MOTOR 

Accu-Grinder with .9 HP or 2 HP air motor, 
11717— 2" x 1" (50.8mm x 25.4mm) 90 durometer 
standard serrated contact wheel with attached 
adjustable urethane guide wheels, pressure bar 
assembly and two abrasive belts. 




11717 

11718 

11719 

twist knobs to adjust wheels 11728 




guide wheels out for stability 1 wheels in to follow contours 

guide wheels adjustable a full W (12.7mm) 


wheels prior to adjustment 


weld ground flat 


• Adjustable guide wheels compensate 
position of 2" diameter (50.8mm) contact 
wheel over weld as high as W (12.7mm). 

• Flat grind welds accurately, leave “in line” 
scratch pattern. 

• Pressure bar assembly for faster grinding 
with better control. 

• 1" x 30" (25.4mm x 762mm) abrasive belts. 
Grits 36 through Super Fine. 

• Simple abrasive belt change. 

• .9 HP or 2 HP air motor. 

• 2 HP reverse direction air motor available 
to change direction of sparks. 



11765 

11773 

11774 

11775 


edge weld grinding 


Catalog 

Number 

Guide Wheel 
Tires 

Length 

Height 

Machine 

Weight 

Power 

Air 

Pressure 

Free Speed 

RPM 

CFM 

SFPM 

11485 

Urethane 

20”- 508mm 

7” - 177.8mm 

7V4 lbs. - 3.42 kg 

.9 HP air 

90 

18,000 

19 

4,000 

11486 

Urethane 

22”- 508.8mm 

7” - 177.8mm 

9 lbs. - 4.08 kg 

2 HP air 

90 

18,000 

45 

4,000 


Other Accu-Grinder contact arm assemblies can be substituted for the standard 11717 at differing prices. 
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Dynabelter Accu-Grinder 



DYNABELTER ABRASIVES 

Size 

Material/Grit 

Part Number 

ALUMINUM OXIDE - UNIT 

= 200 BELTS 

W x 30" 

36 

90501 

W x 30" 

60 

90502 

W x 30" 

80 

90492 

W x 30" 

120 

90504 

W x 30" 

180 

90493 

Vi" x 30" 

320 

90496 

1" x 30" 

36 

90507 

1" x 30" 

60 

90509 

1” x 30" 

80 

90510 

1" x 30" 

120 

90511 

1" x 30" 

180 

90512 

1" x 30" i 

320 

90514 

| ALUMINUM ZIRC0NIA - UNIT = 200 BELTS 

W x 30" 

36 

90500 

W x 30” 

60 

90503 

1" x30" 

36 

90506 

1" x 30" 

60 

90508 



GRIND WELDS ACCURATELY AND FLAT 


PRESSURE BAR ASSEMBLY 

i 


CONTACT ARM 
ASSEMBLY 


ADJUSTABLE 
GUIDE WHEELS 


.9 HP or 
2 HP MOTOR 



.9 HP AIR SPEED 
CONTROL SCREW 


THICK HOUSING BASE 
CAN BE DRILLED FOR 
LATHE MOUNT ADAPTION 


ADJUSTABLE GUIDE WHEEL ASSEMBLIES WITH COMPLETE CONTACT ARM ASSEMBLIES 


ADJUSTABLE 
RUBBER GUIDE 
TIRES 

ADJUSTABLE 
URETHANE 
GUIDE TIRES 

EDGE WELD 
GRINDING 
CONTACT ARM 

45° 

CONTACT 

ARM 

URETHANE (U) or RUBBER (R) 
CONTACT WHEEL 
DESCRIPTION 

11707 

11717 

11763 

11765 

2" OD x 1" W, 90 Duro, Serrated (U) 

*11715 

*11718 

*11761 

*11773 

2" OD x 1" W, 90 Duro, Scoop Serrated (U) 

11716 

11719 

11762 

11774 

Z'^Dx^'W, 90 Duro, Serrated (U) 

11727 

11728 

11760 

11775 

2"0Dx 1" W, 40 Duro, Plain Face (R) 


*For maximum abrasive belt life on stainless steels and other exotic metals. 



Contact arm mounts easily without tools. Disconnect power. Release tension wiper. Remove cover guard. Hold top of 

belt as shown. Pull belt back and left until belt is released from drive wheel. 

To replace, position belt over contact wheel. Slide back of belt over the drive wheel. 
Retighten tension wiper. Replace cover guard. Reconnect power. 

Note: Rough adjustment knob setting may need to be changed when installing a 
new abrasive belt. 


metric conversion 



r (12.7mm) 1" (25.4mm) 

2" (50.8mm) 

30" (762 mm) 






















































SECTION 



□ynabelter®Tool Post Grinder 


11490 WITH .9 HP AIR MOTOR 

11491 WITH 2 HP AIR MOTOR 

.9 HP HAS AIR SPEED CONTROL SCREW 
LOCATED ON SIDE OF MOTOR 


Dynabelter Tool Post Grinder with choice of motor, 2" OD x 1" 

(50.8mm x 25.4mm) 90 durometer standard serrated contact wheel, one 
each 1” x 24” (25.4mm x 609.6mm) abrasive belt, grits 60 and 120. 



• Safer, more versatile than ordinary bonded i-}, 

wheel machines. position m boring bar mount 


DYNABELTER ABRASIVES 

BELT 

LENGTH 

GRIT 

W 

1" 

| N0N-W0VEN NYLON - UNIT = 15 BELTS | 

24" 

very fine 

90400 

90402 

ALUMINUM OXIDE - 

- UNIT = 200 BELTS | 

24" 

40 

90441 

90478 

24" 

60 

90443 

90482 

24" 

80 

90445 

90483 

24" 

100 

90446 

90491 

24" 

120 

90447 

90484 

24" 

180 

90449 

90486 

24" 

220 

90451 

90487 

24" 

320 

90453 

90488 

24" 

500 

90455 

90489 

1 SILICON CARBIDE - UNIT = 200 BELTS 

24" 

60 

90567 

90480 

24" 

80 

90568 

90481 

[aluminum zirconia 

, - UNIT =200 BELTS 

24" 

60 

90579 

90485 



Overhead view shows standard mounting plus possible 
alternates. Not all positions are illustrated. 


• Tolerance of .001 possible. 

• Mounts quickly and easily on standard lathes 
in conventional boring bar mounts without 
special tools. 

• Stock removal up to 5 times faster than most 
Dumore type grinders. 

• 2 HP reverse direction air motor available 
to change direction of sparks. 


CONTACT ARM ASSEMBLIES 


WHEEL 

OD 

WHEEL 

WIDTH 

DURO 

COATING 

SERRATION 

PART 

NUMBER 

Metric Conversion 

W (12.7mm) 

2" 

W 

90 

Urethane 

Standard 

11691 

1" (25.4mm) 

2" 

V 

90 

Urethane 

Scoop 

11692 

2" (50.8mm) 

2" 

1" 

90 

Urethane 

Standard 

11698 

24" (609.6 mm) 


Catalog 

Number 

Length with 24” 
Abrasive Belt 


Machine 

Weight 


Air 

Free Speed 


Height 

Power 

Pressure 

RPM 

CFM 

SFPM 

11491 

19” - 482.6mm 

4%” - 120.65mm 

9V& lbs. - 4.31 kg 

2 HP air 

90 

18,000 

45 

4,000 

11490 

18” - 457.2mm 

4 3 /»” - 120.65mm 

8 3 / 4 lbs. - 3.97 kg 

.9 HP air 

90 

18,000 

19 

4,000 
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SECTION 


Die Grinder 



50025 

.3 HP — 20,000 RPM, lever throttle, front exhaust. 
Capacity — Vi" (12.7mm) diameter carbide burr, 1" 
(25.4mm) diameter mounted wheel, Va" (6.35mm) 
collet. Vs" (3.175mm) collet bushing [slips inside Va" 
(6.35mm) collet] available. 

51000 

.6 HP — 20,000 RPM, lever throttle with built-in 
regulator, front exhaust. Capacity — %" (19.05mm) 
diameter carbide burr, VA" (38.10mm) diameter 
mounted wheel, Va" (6.35mm) collet. Vs" (3.175mm) 
collet bushing [slips inside Va" (6.35mm) collet] 




available. 


50050 

.3 HP — 15,000 RPM, lever throttle adjusts to any 
position, side exhaust. Capacity — Vi (12.7mm) 
diameter carbide burr, 1" (25.4mm) diameter 
mounted wheel, Va” (6.35mm) collet. Vs" (3.175mm) 
collet bushing [slips inside Va" (6.35mm) collet] 
available. 


Catalog 

Number 

Length 

Height 

Machine 

Weight 

Power 

Air 

Pressure 

Free S 

RPM 

•peed 

CFM 

50025 

6V 4 " - 159mm 

Diam. 1%" - 35mm 

0.88 lbs. - 0.4 kg 

.3 HP air 

90 

20,000 

8 

51000 

6%" - 168mm 

Diam. 1%'' - 43mm 

1.8 lbs. - 0.8 kg 

.6 HP air 

90 

20,000 

12 

50050 

7%" - 188mm 

Angle Head 3%" - 92mm 

1.8 lbs. - 0.8 kg 

.3 HP air 

90 

15,000 

8 



50075 

.3 HP — 15,000 RPM, lever throttle adjusts to 
any position, side exhaust. Capacity — 2" 
(50.8mm) diameter depressed center wheel. 


FEATURES 

• Smallest high quality depressed center 
wheel grinder available in America. 


UNIT = 30 DISCS 


2" (50.8mm) 

DEPRESSED CENTER WHEELS 

Grit 

Part Number 

30 

91000 

36 

91001 

46 

91002 


50100 

RIGHT-ANGLE SANDER 

.3 HP — 15,000 RPM, lever throttle, 

adjusts to any position. 

CAUTION: Do not exceed disc 
manufacturers speed recommendation. 


2" (50.8mm) PSA DISCS 

80 

92040 

120 

92046 


UNIT = 500 DISCS 


Disc Grinder and Sander 


SECTION 

8 


Catalog 

Number 



Machine 

Weight 


Air 

Free Speed 

Length 

Height 

Power 

Pressure 

RPM 

CFM 

50075 

7%” - 188mm 

2 3 / 4 " - 68mm 

1.8 lbs. - 0.8 kg 

.3 HP air 

90 

15,000 

8 

50100 

7%" - 188mm 

3%" - 92mm 

1.8 lbs. - 0.8 kg 

.3 HP air 

90 

15,000 

8 
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ECTION 




20030 

Versatility Kit 

Standard Dynapoint with 
adapters for Un-Mounted Points 
D P. cartridge rolls and abrasive 
wheels. Also a selection 
of abrasives. 


20028 

Polishing 

Dynapoint with 12,000 RPM spindle 
speed, Vt" x 7" (12.7mm x 177.8mm) 
80 grit D.P. cartridge roll, two 
flexible collet inserts, and one 
D.P. cartridge roll adapter. 

20029 

Grinding 

Dynapoint with 12,000 RPM spindle 
speed, %” x 1" (19.05mm x 177.8mm) 
24 grit Un-Mounted Point and two 


Dynapoint 


FEATURES 


AVOID WASTE 



the original 
abrasive die grinder 


abrasives ‘feed out' like a mechanical pencil; use 90% 
of the Un-Mounted Points and D.P. cartridge rolls 


• Variable spindle speed up to 12,000 RPM as 
recommended by abrasive manufacturers 
when using D.P. cartridge rolls, small nylon 
abrasive wheels, or 2" (50.8mm) diameter 
grinding wheels. 

• One tool to grind, blend, smooth and polish. 

• New “quick change” adapter changes wheels 
up to 1” (25.4mm) wide in seconds. 

• Un-Mounted Points are safer to use than 
bonded mounted points. 

• Use more than 90% of 7" (177.8mm) long 
abrasives. 



Catalog 

Number 

Length 

Height 

Machine 

Weight 

Power 

Air 

Pressure 

Free Speed 

RPM 

CFM 

20028 

20029 

20030 

1274 - 311.15mm 

474” - 107.95mm 

2 lbs., 14 oz. - 1.3 kg 

.6 HP air 

90 

12,000 

12 
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QUICK-CHANGE ADAPTER 

Part No. 20100 



□ynapoint 


ON/OFF LEVER 



•~Tl 



THE DYNAPOINT REPLACES 


short 

mounted 

points 



small 

cartridge 

rolls 


DYNAPOINT ABRASIVES 


PART NO. | 

GRIT 

| SIZE 

ARBOR | BOND \ MINERAL | USE TO GRIND 

USE TO POLISH 




O.P. CARTRIDGE ROLLS (WRAPPED CLOTH ABRASIVE)™ - UNIT = 50 ROLLS 



**90616 

50 

%' oo X 7" x 3/ 16 " 

Resin 

Aluminum oxide 


Polish fillet welds with tip of 

D.P. cartridge roll, deburr on sides 

90624 

80 

y 2 " 0D x 7" x 3/ 16 " 

Resin 

**90628 

120 

y 2 " OD x 7" x 3 / 16 " 

Resin 

**90680 

50 

%" 0D x 7" x 3/ 16 " 

Resin 

**90686 

80 

%" OD x 7" x y 16 " 

Glue 

**90688 

80 

%" OD X 7" x 3/ 16 " 

Resin 

**90692 

120 

%" 0D x 7" x 3/ 16 ” 

Resin 

UN-MOUNTED POINTS™ - UNIT = 25 PIECES 

**90710 

24 

y 2 " OD X 6" 

Rubber 

Aluminum oxide 

Aluminum, titanium 


**90740 

24 

3/4" OD X 6 " 

Rubber 

Aluminum oxide 

Aluminum, titanium 


**90787 

24 

3/ 4 " od x r 

Resin 

Alo/sic mixture 

Stainless steel welds, cast iron, 

bronze, brass castings 


**90789 

24 

3// od x r 

Resin 

Aluminum oxide 

Steel welds, castings 


**90791 

36 

3/;' od x r 

Resin 

Aluminum oxide 

Tool steel, steel dies 


90792 

46 

3/4" 0D x 7" 

Vitrified 

Aluminum oxide 

Ferrous and non-ferrous metals 


90793 

60 

3/4" OD x 7" 

Resin 

Aluminum oxide 

Tool steel, steel dies 


I 

GRINDING AND POLISHING WHEELS - UNIT = 20 WHEELS 

**90803 

46 

2%" OD x y 2 "w x 3/ 8 " 

Resin 

Aluminum oxide 

All purpose grinding 


90820 

*medium 

3" od x y 2 "w x y 4 " 

Resin 

Aluminum oxide 


All purpose polishing and blending 

90819 

*fine 

3" od x y 4 "w x y 4 " 

Resin 

Aluminum oxide 

90821 

*coarse 

3" od x y 2 "w x y 4 " 

Resin 

Silicon carbide 


All purpose polishing and blending 

90822 

*super fine 

3" od x y 2 "w x y 4 " 

Resin 

Silicon carbide 

90823 

*coarse 

3" OD x 3/ 4 "w x y 4 " 

Resin 

Silicon carbide 

90825 

60 

2" od x y 2 "w x y 4 " 

Resin 

Aluminum oxide 


All purpose polishing and blending 

90826 

120 

2 " od x y 2 "w x y 4 " 

Resin 

90827 

80 

2" 0D x 1" w x y 4 " 

Resin 

90828 

80 

3" 0D X 3/ 4 "w X y 4 " 

Resin 

90829 

60 

3” 0D x 1" w x y 4 " 

Resin 


*made of non-woven nylon 


**90600 DYNAPAK 
1 each of the ** 


ABRASIVE ASSORTMENT 
noted above. 


metric conversion 

y 8 " (3.175mm) 

(19.05mm) 

2y?" (63.5mm) 

24" (609.6mm) 

3 / 16 '' (4.7625mm) 

1" (25.4 mm) 

3" (76.2mm) 

30" (762mm) 

V 4 " (6.350 mm) 

2" (50.8 mm) 

6" (152.4mm) 

34" (863.6mm) 

%" (9.525mm) 

2y 4 " (57.15mm) 

7" (177.8mm) 

44" (1117.6mm) 

V 2 " (12.7mm) 
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Dynadie* 




12000 

Dynadie complete 
file and kit case. 


INTRODUCING ECONOMICAL 
PSA CLOTH STRIPS 


Vs" collet, kit case 


Using only as much as is needed, new pressure sensi¬ 
tive aluminum oxide or diamond coated cloth strips 
may be fastened to the flat surfaces of straight or 
curved Dynadie files. Low cost PSA cloth strips are 
available with the following characteristics: 


Part No. 

Mineral 

Grade 

Size 

Unit 

*90960 

Aluminum oxide 

80 grit 

'A" x 6" 

20 pkgs. 

*90967 

Aluminum oxide 

180 grit 

'A" x 6" 

20 pkgs. 

**90970 

Diamond coated 

45 mesh 

Vi" x 6" 

5 Strips 

**90973 

Diamond coated 

100 mesh 

Vi" x 6” 

5 Strips 

**90975 

Diamond coated 

150 mesh 

'A" x 6" 

5 Strips 


*10 strips = 1 package 
**1 strip = 1 package 



Durable carrying 
case is standard 
with each machine. 


FEATURES 




• Uses 19 varieties of superior 
quality Swiss pattern files. 

• High torque to weight ratio. 

• Files reciprocate 3 / 16 " (4.76mm). 

• 5,000-8,000 strokes per minute. 


Metric Conversion 

V 8 " (3.175mm) 
3 / 16 ' r (4.7625mm) 
V 4 " (6.35mm) 

2y 4 " (57.15mm) 

2y 2 " (63.5mm) 

6" (152.4mm) 


DYNADIE FILES 
UNIT 10 FILES 


Shank dia. Vb" 
Useable length 27T 


GRADE 


Cut 1 = medium 
Straight file 


Part No. 

90900 


Part No. 

90910 


Part No. 

90920 


Part No. 

90930 


Part No. 

90940 


Part No. 

90950 


Shank dia. Vb" 
Useable length 27>" 


Cut 2 = fine 
Curved file 


90901 


90911 


90921 


90931 


90941 


90951 


Shank dia. Vb" 
Useable length 274" 


Shank dia. Vb" 
Useable length 274'' 


Cut 3 = very fine 
Straight file 


90902 


90912 


90922 


90932 


90942 


Cut 2 = fine 
Straight file 


90903 


One Unit = ten files. 


90952 


Catalog 

Number 



Machine 

Weight 


Air 

Pressure 

Free Speed 

Length 

Height 

Power 

RPM 

CFM 

12000 

12060 

4 3 A" - 120.65mm 

4%" - 120.65mm 

VA lbs. - .793 kg 

.3 HP air 

40 lbs. 

30,000 

6 
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SECTION 


Dynadie® II 



DYNADIE H FILES — UNIT = 15 FILES 

USEABLE LENGTH 4” (101.6mm) - COARSE CUT 


PILLAR ■ PART NO. 90985 


HALF ROUND ^ PART NO. 90986 


ROUND • PART NO. 90987 


CONT A PART NO. 90988 



12100 

Dynadie II with 
5 standard files 
1 each 90985, 90986 
90987, 90988, 90989 



SQUARE ■ PART NO. 90989 


Files listed for Dynadie (page 16) 
can be used with Dynadie n 



• 7 / 16 " stroke (11.13mm) 

• 1600 strokes per minute 

• Replaces tedious hand filing 

• Weighs less than two pounds 

• High torque to weight ratio 

• Rugged construction with few moving parts 

• Collet capacity y 4 " (6.35mm) 

• Maintains close tolerances 

• Deburring and finishing operations done for 
25% of normal costs 

• Minimum air consumption 



Catalog 

Number 



Machine 

Weight 


Air 

Free Speed 

Length 

Height 

Power 

Pressure 

RPM 

CFM 

12100 

8 3 / 16 " (208mm) 

1%” (41.28mm) 

1.8 lbs. (0.8 kg.) 

.3 HP air 

25 to 40 PSI 

20,000 

8 
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SECTION 



□ynastraight" 


The Dynastraight is a .9 HP, 2600 rpm air polisher 
especially designed to be used with a variety of “slow 
speed” wheels and brushes for heavy cleaning duties. 
The W (12.7mm) diameter wheel arbor can accommo¬ 
date up to 2" (50.8mm) wide wheels. The high torque of 
the geared-down motor is easily controlled with the 
standard torque handle. The unit also has a built-in 
adjustment to provide alternate speeds if desired. Wheel 
guards are available as an added cost option. 


Dynastraight applications 

Removing rust and corrosion 
Graining metals 
Cleaning welds 
Removing burrs 


Applying satin finishes 
Stripping oxide scale 
Removing paint 
Polishing 


a tool for all industries 

Sheet metal fabricators 
Welding shops 
Chemical plants 
Stainless steel work 


Marine duties 
Structural steel 
Bridge builders 



13025 


AIR SPEED CONTROL 
SCREW ON SIDE 
OF MOTOR. 


Dynastraight complete with 
9HP air motor, torque handle, 
mount collar, and 'h" (12.7mm) 
diameter wheel arbor. 



FEATURES 

• 2600 RPM for slow speed wheels and brushes. 

• V 2 " or 5 /b'' (12.7mm or 15.875mm) wheel arbor. 


ABRASIVE VARIETY 

accepts wheels up to 2” wide x 8" 
diameter (50.8mm x 203.2mm) 


SUITABLE FOR MANY MATERIALS 

Stainless steel Copper 

Aluminum Brass 

Carbon steel Plastics 


IMPORTANT SAFETY REQUIREMENTS 

1. Proper eye and face protection must be used. Full face shield is 
recommended. 

2. When operating the Dynastraight polisher, adequate hand protection 
must be used. Industrial work gloves are recommended. 

3. All power should be disconnected from the machine before changing 
wheels or brushes. 


Catalog 

Number 



Machine 

Weight 


Air 

Free Speed 

Length 

Height 

Power 

Pressure 

RPM 

CFM 

13025 

11 Vi" - 285.75mm 

3" - 76.2mm 

3V4 lbs. - 1.47 kg 

.9 HP air 

90 

Variable to 

3,000 

19 
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SECTION 

13 


SECTION 

14 


□ynaswivel" 

* Part No. 95275 — W connection 

Part No. 95276 — 3 /e" connection 


□ynuba”lOO 


Dynuba 100 keeps abrasive belts free from metal build-up 
when sanding non-ferrous metals with grit 80 or finer. 

It produces superior product finishes and often 
triples abrasive belt life. 


CHARACTERISTICS 

• Flash point 385° F < 

• Fire point 500°F < 

• Boiling point 600°F + 

• Odorless and Non-staining 

• Non-irritating to eyes and skin 


Non-corrosive 

Non-reactive 


CASE EQUIVALENTS 

PART NO. 

CONTENTS 

60000 

12 ea. 16 Oz. Spray Cans (453.59g) 

60002 

4 ea. 1 Gal. Cans (3.785 Liters) 

60003 

1 ea. 5 Gal. Can (18.927 Liters) 

60004 

1 ea. 55 Gal. Drum (208.20 Liters) 



ELIMINATE ABRASIVE BELT PLUGGING 

• Lowers costs when grinding orfinishing aluminum and other 
non-ferrous metals. 

• Better finishes . . . eliminate “wild scratches.” 

• More aggressive cutting action. 


The Dynaswivel is a “universal-joint” that connects portable air 
tools to an air line. It swivels in two directions and allows an air 
hose to drop to the floor at the connection no matter how the 
tool is held. 


The Dynaswivel is a must to relieve operator fatigue. 


NEVER FIGHT AN AIR HOSE AGAIN . . . 


The “joint” has a Va" (6.35mm) or %" (9.525mm) N.P.T. male 
thread that screws directly into most air tools and can be 
attached directly to any male V*" (6.35mm) or %" (9.525mm) 
N.P.T. hose fitting or standard quick change adapter. 
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FEATURES 



• Portable and floor models. 

• Uses a 3M brand heavy duty Roto Peen* wheel with 
flexible flap assemblies carrying bonded shot 
particles. 

• Wheel rotation speeds from 1600 to 1800 RPM. 

• Scale and old coating mechanically fractured and 
removed from workpiece. 

• Negligible removal of base metal. 

♦Roto Peen is a registered trademark of the 3M Co. 




30000 

Air operated, portable, 1" wide (25.4mm) 



30100 

Air operated, portable, 1" wide (25.4mm). 
Scale inside of 10" (254mm) or larger pipe. 



30200 SPIDERWEB™ SCALER 


DYNABRADE, INC. 

72 East Niagara St., Tonawanda, N.Y. 14150 
(716) 694-4600/Telex 646540, “Dynabrade, TWDA 


distributed by: 


Top and bottom edge scaler, air operated, 
1" wide (25.4mm). 



31600 DYNAFLANGE™ SCALER 

Air operated, floor model, 2" wide (50.8mm). 

32600 DYNAFLANGE™ SCALER 

Air operated, floor model, 3" wide (76.2mm). 



31000 

Air operated, portable, 2" wide (50.8mm). 

32000 

Air operated, portable, 3" wide (76.2mm) 



31500 

Electric, portable, 2" wide (50.8mm) 



33000 

Air operated, floor model, 2" to 6" wide 
(50.8mm to 152.4mm) 



33500 

Electric powered, floor model, 

2" to 6'"' wide (50.8mm to 152.4mm) 


© DYNABRADE, INC. 1981 


PRINTED IN U.S.A. 

























